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HARDWOOD ®

ABOUT US

A trusted global partner in functional and decorative opening solutions

Hardwood is an innovative and professional company
engaged in research, development, design and manufacturing
of Locksets, fittings, sliding door system and numerous
architectural hardware. The founder and core members have
over 30 years' experience in door control industry.

Delivering reliable opening solutions that combine
performance, aesthetics, and sustainability.

www.hardwoodsecurity.com
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Overview

American Standard Commercial door Hardware

The commercial hinge collection is designed to elevate every opening with refined detailing
and premium finishes. Available in regular-duty and heavy-duty configurations, as well as
surface-mounted and concealed designs, they provide versatile solutions for residential,
commercial, and institutional applications. Perfectly coordinated with our premium door
hardware collections, they unlock a world of design possibilities.

FIRE SAFETY COMPLIANCE

UL 10C listed 3-hour fire
rating enhances safety and
meets building codes.

¢ PREMIUM MATERIALS
A

Stainless steel material for strength
v and corrosion resistance.

SMOOTH OPERATION

Precision engineering ensures
reliable performance and long-
lasting smooth operation.

BHVA (s @

LISTED

ANSI/BHMA A156.1 Grade 1 certified, tested for over 2,500,000 cycles
UL Listed for steel fire doors 3 hours rated
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2K-454045-L21
2K-454545-121

Type Two knuckle square barrel hinge
Height 4-1/2" (114mm)
Width 4" (102mm) / 4-1/2" (114mm)
i W i Thickness 3/16" (4.5mm)
® © 1 Opening angle 180°
Door type Interior or exterior
@) O Hollow metal or wood doors
] H Door weight 150lbs
© © Door thickness 1-3/4" (44mm)
O @) Anti-fraction Nylon gasket
o Material Extruded SS304/Brass/Carbon steel
h b , # T Handing Handed
Type Two knuckle square barrel hinge
Height 4-1/2" (114mm)
Width 4" (102mm) /4-1/2" (114mm)
i w i Thickness 3/16" (4.5mm)
@) ® i Opening angle 180°
© © Door type rzﬁzar;;f:ltiilwood doors
o B o H Door weight 150lbs
Door thickness 1-3/4" (44mm)
o ©) a Anti-fraction Nylon gasket
Material Extruded SS304/Brass/Carbon steel
: 1 : i‘ T Handing Handed
3K-454545 Type Three knuckle square barrel hinge
Height 4-1/2" (114mm)
| W | Width 4" (102mm) /4-1/2" (114mm)
| | Thickness 3/16" (4.5mm)
© J O Opening angle 180°
@) N @) Door type Interior or exterior
H Hollow metal or wood doors
@) @) Door weight 150lbs
o _} o Door thickness 1-3/4" (44mm)
— Anti-fraction Nylon gasket
. Dy . # T Material Extruded SS304/Brass/Carbon steel
Handing Non-handed
us32D us32 us19 usa uS10B
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H1-504563-R21/L11

H1-504546-R21/L11

H1-454534-R21/L11

AVAILABLE FINISHES




Type Heavy duty cam lift hinge
Height 5" (127mm)

Width 4-1/2" (114mm)

Thickness 1/4" (6.3mm)

Opening angle 180°

Clearance 5/16" (8mm) at 180°
Doortype :—T:Ielzalrrz;f:ltzrcv)vrood doors
Door weight 500Ibs

Door thickness

1-3/4" (44mm)

Anti-fraction

Nylon gasket

Material S$S303 cast
Handing Handed
Type Standard duty cam lift hinge
Height 5" (127mm)
Width 4-1/2" (114mm)
Thickness 3/16" (4.6mmm)
Opening angle 180°
Clearance 1/4" (6.35mm) at 180°
Door type Interior or exterior
Hollow metal or wood doors
Door weight 300lbs
Door thickness 1-3/4" (44mm)

Anti-fraction

Nylon gasket

Material SS303 cast

Handing Handed

Type Standard duty cam lift hinge
Height 4-1/2" (114mm)

Width 4-1/2" (114mm)

Thickness 1/8" (3.4mm)

Opening angle 180°

Clearance 3/16" (4.6mmm) at 180°
Door type Interior or exterior

Hollow metal or wood doors
Door weight 200lbs

Door thickness

1-3/4" (44mm)

Anti-fraction

Nylon gasket

Material

SS303 cast

[ ()" I:LFT

Handing Handed

us32D uUS32
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0.88" 1.125"
[22.4] [28.6]
[

|
0.069" 1.641"
[1.8] [41.7]

Type
Heavy duty concealed
hinge

Height
4-5/8" (117.5mm)

Leaf width
1-1/8" (28.6mm)

Thickness
3/8" (10.3mm)

Opening angle
180°

Door type

Interior or exterior
Hollow metal or wood
doors

Door weight
500Ibs

Door thickness
Min. 1-3/4" (44mm)

Anti-fraction
Roller

Leaf material
SS303 cast

Link arm material
Stacked SS304 sheets

Handing
Non-handed

0.88" 1.125"
[22.4] [28.6]

Type
Heavy duty concealed
hinge

Height
4-5/8" (117.5mm)

Leaf width
1-1/8" (28.6mm)

Thickness
3/8" (10.3mm)

Opening angle
180°

Door type

Interior or exterior
Hollow metal or wood
doors

Door weight
500Ibs

Door thickness
Min. 1-3/4" (44mm)

Anti-fraction
Roller, nylon gasket

Leaf material
SS303 cast

Link arm material
Stacked SS304 sheets,
nylon

Handing
Non-handed

Type

Opening angle

Anti-fraction

Heavy duty concealed  180° Roller, nylon gasket
0.406" 0.88" 1.125" hinge
. 103] [22.4] [28. 6] g
- r Door type Leaf material
|::| @ @ Height Interior or exterior SS303 cast
4-5/8" (117.5mm) Hollow metal or wood
Eﬂ 238" 4.625" doors Link arm material
[60.5] [117.5] Leaf width SS303 cast
1-1/8" (28.6mm) Door weight
. @@)J @ 300lbs Handing
0.069" T 1641" L Thickness Non-handed
[1.8] [41.7] 3/8" (10.3mm) Door thickness
Min. 1-3/4" (44mm)
Type Door type Leaf material
H2-021B Heavy duty concealed Interior or exterior SS303 cast
Self-closing/door closer 0.406" 0.88" 1.125" hinge Hollow metal or wood
L ho3l (224] [28. 6] doors Link arm material

@ @
m 2.38" 4.625"
[60.5] [117.5]

kg @

0.069" || 1.641"
[1.8] [41.7]

Height
4-5/8" (117.5mm)

Leaf width
1-1/8" (28.6mm)

Thickness
3/8" (10.3mm)

Opening angle
180°

Door weight
300lbs

Door thickness
Min. 1-3/4" (44mm)

Anti-fraction
Roller, nylon gasket

Stacked SS304 sheets,
nylon

Closing mechanism
Spring

Handing
Non-handed

AVAILABLE FINISHES

us32D us19
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Extra heavy duty hinge

Strength - Security - Durability

www.hardwoodsecurity.com



E60-6

Type Extra heavy duty hinge
Height 5" (127mm)
w Width 6-7/8" (174.6mm)
o | o) Thickness 1/2" (12.7mm)
Opening angle 180°
% |© © Interior or exterior
© | © Door type Hollow metal or wood doors
Door weight 500lbs

Door thickness

Min. 1-3/4" (44mm)

Anti-fraction Nylon gasket
Material SS303 cast
Handing Non-handed
E61 Type Extra heavy duty hinge
' ' Height 4-1/2" (114mm)
load bearing pin Width 4-1/2" (114mm)
* Thickness 3/16" (4.6mm)

@ 6
® @

Extra load bearing

Mortised pins

Opening angle

180°

Door type

Interior or exterior
Hollow metal or wood doors

Door weight

800lbs

Door thickness

1-3/4" (44mm)

Anti-fraction

Nylon gasket

Material SS303 cast
Handing Non-handed
m Type Extra heavy duty hinge
— ) Height 5" (127mm)
elded mountin
unting Width 4-1/2" (114mm)

w Thickness 1/2" (12.7mm)
Opening angle 180°
Installation Welding

Interior or exterior
T Door type Hollow metal or wood doors

Door weight 300lbs

Door thickness

1-3/4" (44mm)

Anti-fraction

Nylon gasket

Material

SS303 cast

Handing

Non-handed

AVAILABLE FINISHES

us32Db

us32
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Regular butt hinge

Classic - Versatile - Proven

e Traditional butt hinge design with a clean and versatile appearance

e Ball bearing construction reduces friction and provides smooth, quiet operation
e ANSI/BHMA A156.1 Grade 1/2 certified for heavy-duty performance

e Designed for high-frequency commercial and architectural applications

® Precision-engineered for stable movement and long service life

e Durable construction ensures reliable performance under demanding conditions

® A proven hinge solution combining classic design with modern durability

www.hardwoodsecurity.com



. ) BHMA
2 ball bearings butt hinge {} [@5\’} [ C € } [ °§Q"$ }

H
Model Height Width Thickness Bearing qty.
454034-2BB 4.5" (114mm) 4" (102mm) 1/8" (3.4mm) 2
454534-2BB 4.5" (114mm) 4.5" (114mm) 1/8" (3.4mm) 2
504034-2BB 5" (127mm) 4" (102mm) 1/8" (3.4mm) 2
505034-2BB 5" (127mm) 5" (127mm) 1/8" (3.4mm) 2
Load bearing: 80kgs/pcs Material: SS304
Finishes:
uUs32D uUs32 Us19 us4 us10B

i i BHMA
4 ball bearings butt hinge [] {@] [ C€ ] [ c@us ]

w g
o] e
]
© H ©
H R
e H e
—
o || © Il 4
Ly
Model Height Width Thickness Bearing qty.
454046-4BB 45" (114mm) 4" (102mm) 0.18" (4.6mm) 4
454546-4BB 45" (114mm) 45" (114mm) 0.18" (4.6mm) 4
504548-4BB 5" (127mm) 45" (114mm) 0.19" (4.8mm) 4
505048-4BB 5" (127mm) 5" (127mm) 0.19" (4.8mm) 4
Load bearing: 140kgs/pcs Material: SS304
Finishes:
Us32D uUs32 usi19 us4 uUs108B
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R&D

Hardwood management team recognizes and deeply understands that innovation and
continuous improvement are key driven force for the company. We keep investing in
R&D activities and have clearly defined growing annual budget for it. Engineers are using
modern software, to design internal structure and esthetic appearance.

We keep following new trends, products and techniques in the door control industry.
Every quarter Hardwood has regular seminar on new products / trends and each year

we set a plan to launch numerous new products.

Customer-Focused
Innovation

We collaborate closely with our
customers to turn ideas into
practical, high-value hardware
solutions.

Al

Advanced Engineering
& Simulation

Using 3D CAD, FEA, and
motion simulation, we
validate design performance
and optimize for real-world
applications.

Prototyping & Testing

In-house prototyping and testing
capabilities support design
verification, functional
evaluation, and performance
validation to ensure reliability
and product quality before mass
production.

Design for
Manufacturability
(DFM)

We evaluate every detail to
ensure efficient production,
consistent quality, and
cost-effective results.

www.hardwoodsecurity.com

Quality & Reliability

Ensured through strict
material control, standardized
processes, and comprehensive
testing at every production
stage to deliver consistent
performance and

durability.

Continuous
Improvement

We invest in tools, talent, and
processes to continuously drive
innovation and improve
performance outcomes.
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SOLUTIONS

Solutions tailored for modern door hardware and access control applications.
Engineered to deliver security, durability, and seamless user experience.

Healthcare Banking
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Commercial
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A trusted global partner in functional and
decorative opening solutions

Delivering reliable opening solutions that combine
performance, aesthetics, and sustainability

CONTACT US

Ningbo, China
sales@hardwoodsecurity.com

www.hardwoodsecurity.com
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